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Klima Cihazı
Climator Unit



TEKNİK ÖZELLİKLER
TECHNICAL SPECIFICATION

UC-01

NEM ARALIĞI / HUMUDITY RANGE %40-90

MAX. SICAKLIK / MAX. HEATING TEMTERATURE max. 40 C

MAX. KAPASİTE / MAX. CAPACITY 10 M3

DIŞ ÖLÇÜLER (LxPxH) / EXTERNAL DIMENSIONS (LxPxH) 45x18x165 cm

ELEKTRİK GÜCÜ / ELECTRICAL POWER 6,5 kw

ELEKTRİK BAĞLANTI TÜRÜ / ELECTRICAL CONNECTION 380 V 50 Hz N+PE 3Phase

AĞIRLIK / WEIGHT 44

SU BAĞLANTI GİRİŞİ / WATER INLET 1/2''
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Klima Cihazı
Climator Unit
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STANDART ÖZELLİKLER:
STANDART FEATURES:

Klima üniteleri, kaliteli ekmek üretimi için gerekli olan uygun değerdeki sıcaklık ve nem 
üretimini gerçekleştirir.Bu ünite özel bir buhar üretme sistemine sahip olup elektronik 
olarak buhar miktarı ayarlanmaktadır.Böylece klima cihazının dayanıklı ve uzun ömürlü 
olması sağlanmaktadır.Üst tarafta bununan fan sayesinde ortamdan emilen hava cihaz 
tarafından üretilen ısı ve nem ile karıştırılarak maya odasına üflenmektedir. Kumanda 
paneli cihazdan ayrıdır. Mevcut kabinlere monte edilebilir. Ağırlığı 44 kg olup, nem aralığı: 
%40 RH/ %90 RH ve ısıtma aralığı +10 C/+40 C. Kapasite 10 m3/saattir.Elektrik gücü 6,5 kw 
dır.

Climator unit ensures optimum and exact humidity and temperature for quality bread 
production.This unit has a special steam producer and steam quantity can be arranged 
as an automatically thus long life and durability of climator unit is provided.The air 
sucking by fan which is located on top of the device is blown toward to fermantation 
chamber as mixing with heat and humidity. Control panel is separated from the device 
and it can be plugged on existing chambers.Its weight is 50 kg and humidity gap is %40 
RH/ %90 RH and heating gap is +10 C/ +40 C. Capacity of this device is 10 m3/hour.Electric 
power is 6,5 kw.


